
Xtreme Ties, another innovation from Gardner Bender, can save the day in 

harsh environment applications. Cable tie easy, but for extreme conditions, 

these ties perform under intense UV and cold weather conditions. Add 

them to the tool box, the workshop, and the “junk-drawer” for everyday 

maintenance projects. 

Wrap, lock and bundle or support everything from snow fencing, signage, 

volleyball nets, bike baskets, and critter fencing for your vegetable garden.

MADE IN USA

NEW 
Xtreme Ties

Fabricate & Repair:

• On the Job Site

• In the Workshop

• On the Boat

• In the Yard

• On the Trailer

• Around the House

-40° C/F
ISO180

-40° C/F  to 
185° F/85° C
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Features:
• Engineered from improved Nylon 66 - ISO 

certified to maintain its properties to -40°F/C

• Enhanced UV protection

• UL Listed for indoor and outdoor applications 
from -4°F - 185°F (-20°C - 85°C). UL Type 21.

• 50# tensile strength

Benefits:
• Save time: Cable ties are quick application 

bundling devices. Wrap and lock in 
seconds to secure your project.

• Reduce Hassle: Formulated for harsh 
conditions, Xtreme Ties, can withstand 
most that Mother Nature might 
provide. Have confidence your project will 
be bundled throughout the year.

• Save Money: Replacing snapped cable ties 
is costly in time and effort. Xtreme Ties are 
designed to do the job and 
keep your project together.

Specifications UPC Package

Color Size Max Bundle Ø Tensile Strength QTY per bag Bags per Master

45-308UVBFZ

Black

8" 2"

50#

032076919870 20 10

45-311UVBFZ 11" 3" 032076919894 20 10

45-314UVBFZ 14" 4" 032076919917 20 10

46-308UVBFZ 8" 2" 032076919931 100 10

46-311UVBFZ 11" 3" 032076919955 100 10

46-314UVBFZ 14" 4" 032076919979 100 10

NEW 

8" 20 cm 

Min. & Max Operating Temperature:
Temperatura operataiva:
Température de fonctionnement:

-40˚F - 185˚F  
(-40˚C - 85˚C)

Min. Bundle Diameter:
Agrupar diámetro mínimo:
Diamètre du faisceau minimum:

1/8"  (3mm)

Max. Bundle Diameter: 
Agrupar diámetro máximo:
Diamètre du faisceau maximum:

1.95" (49.5mm)

Min. Installation Temperature:
Temperatura mínima de instalación: 
Température minimale d’installation:

-4˚F
(-20˚C)

Xtreme Ties
-40° C/F  to 185° F/85° C

Transport and store at room temp. 73˚F
Transporte y almacene a temp. ambiente 23 ˚C
Transporter et entreposer à la température 
ambiante 23 ˚C (73 ˚F)
Non-metallic material
Material no metálico
Matériau non métallique

50
lbs

22 kg222.5 N

E125869
TYPE 21

POSITIONING DEVICE 
33AS

45-308UVBFZ

20

 Milwaukee, WI 
gardnerbender.com      
ZZC925  0716
Made in China/Hecho en  
China/Fabriqué en Chine

WARNING:  This product contains a chemical known to the State of California 
to cause cancer and birth defects, or other reproductive harm.

U|xaDCAHGy91987kzU 

RESISTANT

Severe Cold Temperature Applications 
Indoor/Outdoor

Aplicaciones con temperaturas frías intensas 
Interiores y exteriores

Applications dans des températures très froides 
Intérieur/Extérieur

Xtreme Ties


